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LOG GRAPPLES

Features
• Spring Centered Grapple
• Greasable pins on all pivots
• For compact tractors



LX360

EMB MFG INC
4144 Boomer Line, 
St. Clements, ON
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We reserve the right to make changes without further notice and are not  responsible for 
errors or omissions.
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Model LX 360 LX 480

Overall Length / Width 48” / 33” 54” / 33”

Total Weight 220 lb. 260 lb.

Grapple Rotation 180° 180°

Grapple Opening 27” 37”

3 Point Hitch Category Cat I Cat I

Maximum Boom Lift Capacity 1200 lb. 1800 lb.

Recommended Tractor Size 20-35 hp 30-50 hp

AVAILABLE AT:

BROCHURE NO.: Z96317



for compact tractorS
Grasping at straws when it’s time to 

transport logs? Grab hold of the

Wallenstein Timber Talon

for strong and smooth

log handling.

wallenstein tiMBeR talOn lOG GRaPPle tRaileR

log grapple trailer LX100 LOADER
LT40 TRAILER



Lifting Capacity 1200 lbs.

Maximum Reach 10’

LX100 Loader Weight 790 lbs.

LT40 Trailer Weight 1281 lbs.

Max. Grapple
Opening 38”

Min. Grapple
Opening 3”

Boom Rotation 270°

Stabilizer Width 10’

Recommended
Hydraulic Flow 1-2 gpm

Tires 25x12x12 8 Ply

Axle Capacity 7000 lbs.

Load Capacity 4900 lbs.

Overall Length 13’

Overall Width 64”

Overall Height 58”

Trailer Bed Length 8’

Dipper Cylinder 2.5”

Main Boom Cylinder 3”

Stabilizer Cylinder 2”

Grapple Cylinder 2.5”

Honda Power Pack Optional

Flow Control 
(for Tractors) Optional
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Manufactured by EMB MFG Inc. Tel: (519) 699-9283 Fax: (519) 699-4146
4144 Boomer Line, St. Clements, ON N0B 2M0 Email: sales@embmfg.com

www.embmfg.com

AUTHORIZED DEALER:

wallenstein tiMBeR talOn lOG GRaPPle tRaileR

Specs

TIRES: 8-ply Traction tires provide grip and 
durability on rough trails.
AXLES: Walking Beam axle absorbs bumps 
and ruts for smooth trailing.

It’s easy to see why the
Wallenstein Timber Talon 
grabs your attention with its 
lifting capacity of 1200 lbs. and 
carrying weight of 4,900 lbs. 
The Timber Talon is the easiest 
way to transport large, heavy 
logs for firewood or the sawmill. 
The boom and grapple quickly 
and easily pick up logs within a 
10-foot radius and gently stack 
them on the trailer. The logs are  
then firmly cradled for travelling 
on long, rough trails. 

Reach a new level of woodlot 
management that’s easier on 
you and your forest with the 
Wallenstein Timber Talon.

REMOVABLE 
STAKES: 
Stakes are easily 
removable 
for additional 
versatility.

TRANSPORT 
TEETH: 
Serrated edges 
minimize load 
shifting during 
transport.

GRAPPLE:
The bypass 
grapple has a 
range from 3” 
to 38” wide.

COnTInUOUS
360 DEGREE 
ROTATIOn

270
DEGREE 
REACH

OperatOr
Safe ZOne



 Model FX 65
Pulling Capacity lbs 6,500 lbs

Hp Requirement 17 - 30 HP**

Mounting (3pt) Category I

PTO input speed 540 rpm max.

Cable speed @540 rpm 75-175 ft../Min.

Sold w/ Cable 165’ of 3/8” 

Clutch type Mechanical, dry disk

Weight 470 lbs.

Height 53”

Width 40”

** 30 HP required to pull 6,500 lbs

Available at:

We reserve the right to make changes without further notice and are not responsible for errors or omissions.

www.embmfg.com
EMB. MFG. INC.

4144 Boomer Line, 
St. Clement’s, Ontario

Canada, N0B 2M0 

Toll Free: 1.877.695.9283
Fax: 519.699.4146



PULL IT ALL TOGETHER
From forest to fireplace, Wallenstein

provides heavy duty equipment that’s

ready for all your woodlot needs.

wallenstein fx  skidding winch

skidding winch



Wallenstein FX 
Skidding Winch

Managing the full potential of your 
forest is easy with the pulling strength 
of Wallenstein’s FX Skidding Winch. 

You can now reach the trees you need to 
cut, even on steep hills or swampland without the 

need for large heavy equipment. The FX Skidding Winch is 
the ideal tractor attachment for gathering firewood, clearing dead 

trees and harvesting premium lumber all while preserving your woodlot.

With pulling power up to 12,000 lbs.* and cable length of 165 feet, the FX Skidding 
Winch is designed for your woodlot. The entire winch system is easy-to-use with 
many features built for rugged durability and practical operation. 

Using a skidding winch is also easier on your tractor 
by transferring the pulling strain onto the ground 
with the large blade that anchors the winch.

The Wallenstein FX Skidding Winch 
comes in three sizes to suit 

your tractor. Get more out 
of your woodlot with the 
Wallenstein FX Skidding 
Winch without the wear 
and tear on you, your 
woodlot or your tractor.

Optional 
Choker 

Chain

You’ve got

pull.

wallenstein fx  skidding winch



Snatchblock 
Pulley System

The winch cable runs through an upper and lower 
snatchblock on all FX models for a more efficient 
and safer pull. The top pulley provides a high en-

try point, forcing down-pressure onto the blade 
and lifting the logs. The lower pivoting snatch-

block keeps the weight low, especially important 
for smaller tractors. On the larger models, the 

lower snatchblock is vertically adjustable for 
the perfect balance of efficiency and lift.

keyhole sliders
At the end of the winch cable are 
three keyhole sliders that slide along 
the cable. Keyhole sliders and choker 
chains are ideal for winching multiple 
logs together, saving you time and 
energy. Each chained log is attached 
to a keyhole slider which gathers 
together as you began to winch.

Removable
Clutch

Assembly

SAFETY SCREEN
All FX
skidding
winches 
come stan-
dard with a 
safety screen 
for optimal 
operator
and tractor
protection.

>>>

The clutch 
assembly 

transfers power 
from your tractor’s 
PTO into powerful 

winching action 
that’s ready to 

pull 12,000 lbs.* up 
the steepest hill. 

The entire clutch 
assembly is 
also easily 

removable for 
servicing.

* FX120 model only

skidding
The sturdy towing 

bar secures 
multiple chained 

logs for safe 
traveling out of the 

forest.



Model	 FX120	 FX90	 FX65
Pulling Capacity	 12,000 lbs.	 9,000 lbs.	 6,500 lbs.

HP Recommendation	 60-100 HP	 30-80 HP	 17 - 45 HP**

Mounting (3 point)	 Category I & II	 Category I & II	 Category I

PTO Input Speed	 540 RPM Max.	 540 RPM Max.	 540 RPM Max.

Cable Speed @ 540 RPM	 75-175 ft./min.	 75-175 ft./min.	 75-175 ft./min.

Cable Size	 165’ of 1/2”	 165’ of 3/8”	 165’ of 3/8”

Clutch type	 Mechanical, Dry Disk	 Mechanical, Dry Disk 	 Mechanical,
			   Dry Disk 

Weight	 898 lbs.	 795 lbs.	 470 lbs.

Height	 67”	 63”	 53”

Width	 58.5”	 50.5”	 40”

** 30 HP required to pull 6,500 lbs
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Wallenstein Forestry Products 
are ruggedly designed to get you 

more out of your woodlot.

Manufactured by EMB MFG Inc. Tel: (519) 699-9283 Fax: (519) 699-4146
4144 Boomer Line, St. Clements, ON N0B 2M0 Email: sales@embmfg.com

www.embmfg.com

AUTHORIZED DEALER:

wallenstein fx  skidding winch
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