


















































With the ability to split 
logs up to 36”, a 14 hp 
Subaru engine and auto 
cycle valve operation, 
the WP800 Series of 
Wood Processors offer  
all the features and 
benefits of the WP630 
model while designed to 
handle higher volume 
and faster processing 
time. 

Log Peavey
#299001

6-Way Wedge
#2089W571

Nylon Chainsaw Holster
#2089A570

7
OPTIONAL FEATURES

Series

TRAILER

Single Side Controls
Including Engine Start/Stop, 
Throttle and Hour Meter

Splitting is a one-step, hands free process that 
operates at the same time as you prepare the 
next block. Wallenstein’s Auto Cycle feature 
gives you single action control of splitting. 
Auto Cycle powers the log through the 
adjustable 4-way wedge and returns to the 
home position quickly, ready for the next log.

STANDARD FEATURES

Second
Average Full 
Stroke Cycle

WP830



24” SPLIT OPENING
WP830

36” SPLIT OPENING
WP860

• 14 hp Subaru Engine / 
   electric start
• 22 gpm, 2 stage Hydraulic Flow
• 4.5” x 24” Cylinder Dia. / Stroke
• Auto Return Valve operation
• 7 second Full Stroke Cycle Time
• 25 Ton Splitting Force
• 22” Max Split Length
• 22” Max Log Diameter
• Adjustable 4-way Wedge
• Adjustable 6-way Wedge Option
• Torflex® Suspension
• 5.30 x 12 Tire Size	

• 2” Ball Coupler
• 60” Winching Strap Included 

(Part# Z92405)
• Highway Signal Lights
• 1840 lbs Weight
• Dimensions (LxWxH)   

   210” x 62” x 72”
• Folded Dimensions (LxWxH)   

   122” x 62” x 72”
• Hydraulic Winch 
• 50’ Length Nylon Winch Cable
• 1550 lbs Winch Pulling Force
• 54” Height Max Discharge Chute

• 14 hp Subaru Engine /
   electric start
• 22 gpm, 2 stage Hydraulic Flow
• 4.5” x 36” Cylinder Diameter / 

Stroke
• Auto Return Valve operation
• 11 second Full Stroke Cycle Time
• 25 Ton Splitting Force
• 34” Max Split Length
• 22” Max Log Diameter
• Adjustable 4-way Wedge
• Adjustable 6-way Wedge Option
• Torflex® Suspension
• 5.30 x 12 Tire Size	

• 2” Ball Coupler
• 60” Winching Strap Included 

(Part# Z92405)
• Highway Signal Lights
• 1970 lbs Weight
• Dimensions (LxWxH)   

   238” x 62” x 72”
• Folded Dimensions (LxWxH)   

   150” x 62” x 72”
• Hydraulic Winch 
• 50’ Length Nylon Winch Cable
• 1550 lbs Winch Pulling Force
• 54” Height Max Discharge Chute

TORFLEX®

Rubber Torsion Suspension Axles 
and 5.30 x 12 Highway Tires

Highway Signal Lights and 
Fender Kit

Subaru® Electric Start
14 HP Overhead Cam Engine

STANDARD FEATURES

WP WOOD PROCESSOR



Manufactured by EMB MFG Inc. 
1-877-695-9283  Tel: (519) 699-9283 Fax: (519) 699-4146

4144 Boomer Line, St. Clements, ON N0B 2M0 Email: sales@embmfg.com
www.embmfg.com

AUTHORIZED DEALER:
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wallenstein products, parts  
and service are supported by  

our world-wide dealer network.

www.embmfg.com
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